Ridgeline

TECHNICAL DATA SHEET

Ridgeline™ Flexis

Flexible Connectors

Corrugated stainless steel flexible connectors for final plumbing

connections. The flexible element is 316L stainless steel with a
protective PE outer layer; EPDM seals are located in the end connectors.

316L + PE

Corrugated stainless steel flexible element
with external protective layer

| CONSTRUCTION

= Flexible element: corrugated marine-grade 316L
stainless steel.

= Protective outer layer: polyethylene (PE), outside the
stainless steel waterway.

= End-connector seals: EPDM gasket and O-ring in the
Kiwa-listed assemblies. These are separate from the
flexible element.

CONNECTIONS & LENGTHS

= Male and female BSP, tap-connector and copper-

compression options. Match the ends to the installation.

= Standard lengths: 300 mm and 500 mm. Custom
lengths are available on request; confirm their approval
scope separately.

APPLICATION & SERVICE LIFE

Designed to replace rubber-lined braided connectors in
final connections to taps, showers, baths, washing
machines and water heaters, subject to the selected
model and service conditions.

100+ year design life. Design life is not a warranty
duration. Refer to the applicable product warranty terms.
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6 bar /80 °C

Kiwa-listed models only
See model table and approval scope

300/500 mm

Standard connector lengths
Choose the required ends and model

KIWA-CERTIFIED WATER DUTY

6.0 bar maximum working pressure; 80 °C maximum
operating temperature.

These figures apply to the 14 models explicitly listed in
Kiwa Regulation 4 certificate 2503751. Non-metallic
materials are assessed for continuous use up to 80 °C.

Approval is model-specific. Six listed products are awaiting
certification. 1ISO15 assemblies have a separate WRAS
component basis. See pages 2-3.

MECHANICAL CAPABILITY

Separate manufacturer declaration for non-potable duties:

16 bar at 1/2 inch (DN15) and 14 bar at 3/4 inch
(DN20), at a reference temperature of 20 °C.

Temperature derating: approximately 10-11 bar up to 90
°C, depending on size and configuration, as described
in the signed pressure declaration.

Typical burst pressure: 70 bar or greater, depending on
size, length and configuration. This is not a working-
pressure rating.

Source: signed Flexis Pressure Declaration, 24 April 2026. It
recommends replacing standard EPDM seals for pressures above
10 bar and/or temperatures above 100 °C, with application-
specific validation. These figures do not extend potable approval;
confirm the complete configuration with Ridgeline.
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RngeIine CODES & SIZES

MODEL SELECTION

Select the required model, end connections and length. Kiwa status refers only to certificate 2503751; check WRAS coverage separately against its
current register.

CODE DESCRIPTION END1 END 2 LENGTH KIWA SCOPE

CC: 15mm Copper Compression x 1/2" BSP

FC-CC15-12-300 15mm 1/2" Female 300 mm  Kiwa listed
Female

FC-CC15-12-500 Eecm;lsemm CoRRSE SlRie i o 15mm 1/2" Female 500 mm  Kiwa listed
FC-CC15-34-300 (F:ecm;femm Copper Compression x 3/4" BSP 15mm 3/4" Female 300 mm  Awaiting certification
FC-CC15-34-500 cC: 1omm Copper Compression x3/4"BSP 45mm  3/a" Female  500mm  Awaiting certification
FC-CC22-34-300 F(Z:ecn:ﬁglzemm Copper Compression x 3/4" BSP 22mm 3/4" Female 300 mm Kiwa listed
FC-CC22-34-500 F(::ecn:ﬁglzemm SRS CRmAEEEn S R 22mm 3/4" Female 500 mm Kiwa listed
FC-1S015-12-300 ISO: 15mm ISO x 1/2" BSP Female 15mm ISO 1/2" Female 300 mm  Not listed: p3
FC-ISO15-12-500 ISO: 15mm ISO x 1/2" BSP Female 15mm ISO 1/2" Female 500 mm Not listed: p3
FC-FM-12-300 FM: Female 1/2" BSP x 1/2" Male BSP 1/2" Female 1/2" Male 300 mm Kiwa listed
FC-FM-12-500 FM: Female 1/2" BSP x 1/2" Male BSP 1/2" Female 1/2" Male 500 mm Kiwa listed
FC-FF-12-300 FF: Female 1/2" BSP x 1/2" Female BSP 1/2" Female  1/2" Female 300 mm Kiwa listed
FC-FF-12-500 FF: Female 1/2" BSP x 1/2" Female BSP 1/2" Female 1/2" Female 500 mm Kiwa listed
FC-FM-34-300 FM: Female 3/4" BSP x 3/4" Male BSP 3/4" Female 3/4" Male 300 mm Kiwa listed
FC-FM-34-500 FM: Female 3/4" BSP x 3/4" Male BSP 3/4" Female 3/4" Male 500 mm Kiwa listed
FC-FF-34-300 FF: Female 3/4" BSP x 3/4" Female BSP 3/4" Female 3/4" Female 300 mm Kiwa listed
FC-FF-34-500 FF: Female 3/4" BSP x 3/4" Female BSP 3/4" Female 3/4" Female 500 mm  Kiwa listed
FC-M12-12-500 Tap: M12 tap connector x 1/2" BSP Female M12 1/2" Female 500 mm Awaiting certification
FC-M10-12-500 Tap: M10 tap connector x 1/2" BSP Female M10 1/2" Female 500 mm Kiwa listed
FC-M8-12-500 Tap: M8 tap connector x 1/2" BSP Female M8 1/2" Female 500 mm Kiwa listed
FC-M12-12-300 Tap: M12 tap connector x 1/2" BSP Female M12 1/2" Female 300 mm Awaiting certification
FC-M10-12-300 Tap: M10 tap connector x 1/2" BSP Female M10 1/2" Female 300 mm Awaiting certification
FC-M8-12-300 Tap: M8 tap connector x 1/2" BSP Female M8 1/2" Female 300 mm Awaiting certification

Kiwa listed: the exact model appears in certificate 2503751, subject to its conditions. Awaiting certification: certification paperwork is pending;
contact Ridgeline for the latest approval documents. ISO15: not separately listed in Kiwa; the WRAS component basis is explained on page 3.

All listed connectors use a corrugated 316L stainless steel flexible element with an external PE layer. Check the selected model, end connections,
length and applicable approval before ordering.
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Ridgeline

APPROVAL SCOPE & INSTALLATION

CHECK THE COMPLETE ASSEMBLY

Use the model code, length and end connections together when checking approval. A family name, catalogue entry or

image is not evidence that every variant is approved.

Kiwa Regulation 4

2503751

Certificate revision (1), issued 25 March 2025; expiry
24 March 2030. The 14 models marked Kiwa listed
on page 2 are named in its appendix.

6.0 bar / 80 °C; non-metallic materials suitable for
continuous use up to 80 °C. Check current validity
and all conditions before use.

WRAS product approval

250404014

WRAS is a separate approval. Verify the exact
model, end description and conditions in the current
WRAS register; do not infer WRAS coverage from
the Kiwa column.

The six models identified below are awaiting
certification. Refer any model-code or end-

description discrepancy to Ridgeline before

specifying approval.

AWAITING CERTIFICATION

FC-CC15-34-300

FC-CC15-34-500

FC-M10-12-300

FC-M12-12-300

FC-M12-12-500

FC-M8-12-300

Certification paperwork is pending for these six models. Contact
Ridgeline for the latest approval documents.
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ISO15 ASSEMBLY ROUTE

ISO15 assemblies use a WRAS-approved FC-FF-12
connector and a Tesla WRAS-approved isolation valve.
This is the manufacturer's WRAS component approval
basis. The assembled codes FC-1ISO15-12-300 and FC-
ISO15-12-500 are not separately listed in the Kiwa or
WRAS schedules checked.

Confirm the exact connector, valve model, component
approval schedules and assembly conditions with
Ridgeline for the selected ISO15 model. This WRAS
component basis does not establish Kiwa approval of the
assembly.

INSTALLATION GUIDELINES

® Choose matching end connections and the correct
length. Follow the current product installation
instructions.

® Secure each end with appropriate spanners. Verify
gasket placement before final tightening.

= Do not over-tighten connections. Inspect correct
seating and replace gaskets if the application requires
it.

® Route and support the connector within the published
installation requirements. Do not infer unrestricted
bending from the flexible construction.

TECHNICAL DOCUMENTS

Use the applicable certificate schedule, installation
instructions and manufacturer declaration together.

ridgelinetubes.com/technical-downloads/

sales@ridgelinetubes.com

Service limits: higher mechanical pressures do not extend
certification for drinking water. For industrial duties,
corrosive fluids or a modified seal configuration, obtain
application-specific guidance.
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